SAL_EEN
PEEDOL-_AB

SALEEN FOCUS BIPLANE WING KIT

INSTALLATION MANUAL: 2000-2005 Focus Hatchback

P/N: 10-8002-C13299A

SALEEN

Saleen Performance, Inc. 1225 East Maple Rd. Troy, MI 48083 800-888-8945
www.saleen.com
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IF YOU ARE NOT EXPERIENCED IN THE
AREA OF AUTOMOTIVE MECHANICS, WE
STRONGLY URGE THAT YOU REFER THIS
INSTALLATION TO A CERTIFIED INSTALLER
OR TECHNICIAN
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Saleen Focus Biplane Wing Kit

Installation Guide for 2005 Mustang Manual Transmission

Thank you for buying the Saleen Focus Biplane Wing Kit. We appreciate your business,
and we hope you enjoy your product.

For your benefit, please read the following instructions completely and thoroughly before
attempting to install the biplane wing. Many questions we have received from customers
about the installation of our products could have been easily solved by information listed
in the accompanying installation guide. We want you to enjoy the product in its fully
functional state, and reading this tutorial is the first step to getting you on your way to a
more rare and attractive Focus.

NOTE: Please keep all hardware you remove from your stock Mustang, as much of it will
be reused to install the new short throw shifter block kit pieces.

Please take caution in installing this kit; the car will be up on jack stands, or a lift and the
car can fall and cause serious injury if not properly placed on jack stands or the lift.

Again, thank you for choosing Saleen!
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Tools need: -
o Drill ' '
e Pilot Drill Bit (1/8”)
e V4 Drill Bit
¢ M3 Body Schutz P/N 051135-08864
e Mobil 1 Synthetic Grease P/N 53201

Part Number: Qty.

e (00-9009-C12016* 1

Order of operations:

1.

2.

3.

Using a pilot drill bit, drill a pilot hole where
shown. FIG 1

Enlarge that hole to 74 inch. Make sure not
to go though the further surface.

Put on C.R. Lawrence rust prohibitor on
the newly drilled hole.

Install the Grommet P/N 00-9009-C12016*
Put a small amount of Mobil 1 Synthetic
Grease P/N 53201 onto the length of the
heat shrink and slide though the grommet
Pull wire out where show in fig. 2 and then
push though original 3" brake light
opening.

Cut the Green/Yellow wire and solder the
RED Saleen wire to it. Cut the Black wire
and solder the BLACK Saleen wire.

FIGURE 3




OBTAIN THE FOLLOWING TOOLS:

Y4 ratchet
13mm socket
15mm socket
red Loctite

Order of operations:

20. Install biplane wing using four CAPSCREW BUTTON HEAD 6-32x0.625 ST bolts + WASHER FLAT

0.16 inch ST.

30. Install CHIMSEL FOCUS WING (3™ brake light) by securing the lights wires to the metal wire in the wing

and pulling them through.

40. Drill two 1/8” pilot holes 1/4” deep, use the CHIMSEL as the template. Use two PAN PHIL TEK SCREW
#8x1/2" to secure the light to the wing. Once in place cover the screws with the caps provided.

50. Using the Saleen template provided, mark and drill (4 PLCS.) the rear deck lid from the outside using a

5/16 drill bit.

60. Using a uni-bit open up the holes on the inside of the deck lid so that a nut and socket can be used.

70. Use 4 CAPSCRW BUT HD 1/4-20x0.75 SS, 4 NYLOCK NUTS 1/4-20, & 8 WASHER FLAT AN
0.25inch Light SS. Install the upper brackets. Place double-sided tape under the lower bracket attach to car than

secure with hardware.
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